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Simple yet Robust

Enhanced Reaction System
4-phase magnetic separation with precisely controlled temperature
Consistent performance reliability with enhanced PMT detection system
Non-touch vortexer mixing for reaction solution without any contamination

Sample & Reagent Probe
Precisely controlled syringe motors o�er high precision aspiration
Intelligent liquid level detection, clot detection, vertical and horizontal 
collision protection
E�cient interior & exterior probe wash with high pressure wash bu�er
Programmable enhanced probe wash with detergent

Sample Handling
Samples loading and o�oading continuously by sample racks
Uni�ed sample racks with detachable adaptor
Rack status real-time indicting on lane numbers
STATs prioritized fast



Simple yet Robust

Reagent & Substrate Handling
Easy for reagent & substrate handling, liquid reagents ready-to-use
2°C~8°C non-stop refrigerated reagent carousel featured 25 positions
Same reagent pack size with CL-2000i (50 tests/100 tests per pack)
Reagents stable on board for up to 56 days

Intuitive Software Interface
Uni�ed software interface, signi�cantly reduces training e�ort
Smooth interchange by intuitive software navigation
Easy access to touch screen monitor with swing arm (optional)

Consumables Management
Random access for cuvette loading without pause or stop
88*2 cuvettes in one batch, 200 cuvettes per waste bag
Cuvettes & waste bag status real-time indicating






